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Instructions for using the looper threader

1.	 If either the upper or lower looper thread breaks while sewing, cut both of the upper and lower threads in front of 
the threading holes, and remove the thread from the holes. Rethread both of the threads.

2.	 When the looper threader switch lever is in the “THREADING” position, the handwheel is locked. Even if the foot 
control is depressed, the handwheel does not rotate.

		  Do not turn the handwheel. Doing so may cause malfunction.
3.	 After threading loopers, lower the looper threader lever and return the looper threader switch lever to “SEWING” 

position. 
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Threading Loopers with the Looper Threading 
Wire or Standard Thread

If the looper threads are made from materials that are 
difficult to thread, such as wooly nylon, there are 2 
ways to thread the looper threads:
• Use the looper threading wire (looper threader)
• Tie the thread to standard thread, which you then 

use to thread.
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 CAUTION
Turn the power switch OFF before threading the 
machine.

Using the looper threading wire
z	Pass the thread up to the looper thread guide (before 

the looper threader hole).

x	Set the looper threader switch lever to the 
“THREADING” position.
	q	 Looper threader switch lever

c	 Turn the handwheel toward you slowly until it clicks. 
This locks the handwheel in place.
	w	 Handwheel

v	Pass the straight end (not the loop end) through the 
looper threader hole until it comes out from the the 
hole of the looper tip.
	e	 Loose end of looper threading wire
	r	 Looper threader hole

b	Pass approximately 2˝ (5 cm) thread through the loop 
of the looper threading wire.
	t	 Thread

n	Pull the loose end of the looper threading wire until 
the thread comes out from the hole of the looper tip.

m	Remove the thread from the looper threading wire.

,	Return the looper threader switch lever to the 
“SEWING” position.

 CAUTION
Do not raise or lower the looper thread lever while 
threading.



27

Using a standard thread
z	Pass the thread up to the looper thread guide (in front 

of the looper threader hole).
	q	 Looper thread

x	Prepare 12˝ (30 cm) of a standard thread and tie it 5 
cm from the end of the looper thread as shown.
	w	 Standard thread
	e	 Knot
	r	 5 cm
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NOTE:
when tying the standard thread to the looper thread, 
tie a knot as small as possible and cut any excess 
standar thread.

c	Set the looper threader switch lever to “THREADING” 
position.
	t	 Looper threader switch lever

v	 Turn the handwheel toward you slowly until it clicks.
This locks handwheel in place.
	y	 Handwheel

b	Using the tweezers, insert approximately 1˝ (2 cm) of 
the standard thread into the threading hole.
	u	 Tweezers
	i	 Looper threader hole

n	Raise the looper threader lever until it clicks into 
place.

		  Lower the looper threader lever until it knocks into 
place.
	o	 Looper threader lever

m	Pull out approximately 4˝ (10 cm) of the standard 
thread from the hole in the looper tip and trim it at the 
knot.

*	When the knot reaches the looper threader hole, 
fold the loose end of the looper thread as illustrated 
by figure A in procedure b.

,	Return the looper threader switch lever to the 
“SEWING” position.

Replacing threaded looper thread
z	Cut the threaded looper thread between the thread 

guide and the top cover thread guide.
	q	 Thread guide
	w	 Top cover thread guide

x	Set a new spool of looper thread.
		  Pass the new looper thread through the thread guide, 

and tie it to the end of the threaded looper thread.
	 Tie a knot as small as possible.
	e	 Knot

c	Slowly pull the threaded looper thread out from the 
hole of the looper tip until the knot comes out.



28

(A) (B)
q

w

e

r
rt

z

x

c

z

x

c

Threading the Right Needle

z	Draw the thread through the thread guide from back 
to front: (A)
	q	 Thread guide

x	Slide the thread under the top cover thread guide as 
illustrated.
	w	Top cover thread guide

c	Pull the thread along the slit.
		  Using both hands, insert the thread between the 

tension disks of the right needle thread tension dial.
	e	 Thread
	r	 Tension disk
	t	 Right needle thread tension dial

NOTE:
Raise the presser foot lifter for easier threading.

 CAUTION
Turn the power switch OFF before threading the 
machine.

NOTE:
If the thread tends to slip away from the guide while 
sewing, pass the thread through both thread guide 
holes as shown: (B)
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v	Pull the thread down along the slit and draw it to the 
left through the thread path.
	y	 Slit
	u	 Thread path

b	Pull the thread up and along the left side of the thread 
take-up lever cover and pass it over the take-up lever 
thread guide.
	i	 Thread take-up lever cover
	o	 Thread take-up lever thread guide
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n	Pass the thread through the right slit of the needle 
thread guide.
	!0	 Needle thread guide

m	Pass the thread through the needle bar thread guide 
from left to right.
	!1	 Needle bar thread guide

,	 Thread the right needle from front to back.
	!2	 Right needle
*	Use the needle threader (refer to page 30).

.	Pull out approximately 4˝ (10 cm) of thread from the 
needle and slide it under the foot so that it runs in 
between the foot and the upper knife.
	!3	 Upper knife

⁄0	Close the looper cover and lower the presser foot 
lifter.

*	Refer to pages 31 and 32 for details on how to 
thread the left needle.
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Using the needle threader
Following the procedure m on page 29 or page 32, 
thread the needles with the needle threader shown 
below.

z	 Turn the handwheel toward you to match the “   ” mark 
on the belt cover with the “–” mark on the handwheel.
	q	 Handwheel

x	 Lower the presser foot lifter.
	w	 Presser foot lifter

 CAUTION
Turn the power switch OFF before threading the 
machine.
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c	Set the needle threader switch lever to R when 
threading the right needle.

		  Set the needle threader switch lever to L when 
threading the left needle.
	e	 Needle threader switch lever

v	Pull down the needle threader lever as far as it will go.
	r	 Needle threader lever

b	Draw the thread along the guide on the needle 
threader switch lever from the left and under the hook.
	t	 Guide
	y	 Hook

*	Make sure that the thread or your finger does not 
touch the upper looper or the upper knife.

n	Slowly raise the threader lever so that a loop of the 
thread is pulled up through the needle.
	r	 Needle threader lever
	u	 Loop

m	Pull the thread loop and draw out the thread end to 
the rear through the needle eye.
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Threading the Left Needle

z	Draw the thread through the thread guide from back 
to front: (A)
	q	 Thread guide

x	Slide the thread under the top cover thread guide as 
illustrated.
	w	Top cover thread guide

c	Pull the thread along the slit.
		  Using both hands, insert the thread between the 

tension disks of the left needle thread tension dial.
	e	 Thread
	r	 Tension disk
	t	 Left needle thread tension dial

NOTE:
Raise the presser foot lifter for easier threading.

 CAUTION
Turn the power switch OFF before threading the 
machine.

NOTE:
If the thread tends to slip away from the guide while 
sewing, pass the thread through both thread guide 
holes as shown: (B)
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v	Pull the thread down and along the slit and draw it to 
the left through the thread path.
	y	 Slit
	u	 Thread path

b	Pull the thread up and along the left side of the thread 
take-up lever cover and pass it over the take-up lever 
thread guide.
	i	 Thread take-up lever cover
	o	 Thread take-up lever thread guide
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n	Pass the thread through the left slit of the needle 
thread guide.
	!0	 Needle thread guide

m	Pass the thread through the needle bar thread guide 
from left to right.
	!1	 Needle bar thread guide

,	 Thread the left needle from front to back.
	!2	 Left needle

*	Use the needle threader (refer to page 30).

.	Pull out approximately 4˝ (10 cm) of thread from the 
needle and slide it under the foot so that it runs in 
between the foot and the upper knife.

		  Refer to pages 28 and 29 for details on how to thread 
the right needle.
	!3	 Upper knife

⁄0	Close the looper cover and lower the presser foot 
lifter.
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Type of fabric Thread Needle Stitch 
length dial

Differential 
feed dial

Chaining 
finger switch 

knob

Lower looper 
pre-tension 

setting slider
Upper knife

Light weight

Synthetic
#80-100

HAx1SP
#11-14 2.0-3.0 0.5-1.0

Organdy,
Georgette,
Lawn,
Crepe de chine,
Lining
Medium weight

Synthetic
#60-100

HAx1SP
#14 2.5-3.5 1.0Cotton, Linen,

Satin,
Ordinary fabric
Heavy weight

Synthetic
#50-100

HAx1SP
#14 3.0-5.0 1.0

Tweed,
Coating, Denim,
Doeskin,
Thick fabric
Knits Synthetic

#60-90
Woolly nylon 

(for upper 
looper)

HAx1SP
#11-14 2.5-3.5 1.0-2.0

Knitted fabric

Thread and Needle Chart

ActivatedS STD.

*	For details on how to adjust the stitch length and the differential feed ratio, refer to pages 37-38 (4 threads), page 39 (3 
threads) or page 40 (2 threads).

*	Use wooly nylon thread as upper looper thread for rolled hemming, picot edging and narrow hemming.
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TEST STITCHING
Starting Sewing
z	Close the side cover and the looper cover.
		  Turn the power switch ON.

x	Make sure that the upper knife is activated (in the 
raised position).

c	 Lower the presser foot lifter.

v	Draw all of the threads back under the foot. Slowly 
run the machine and produce a 2˝ (5 cm) thread chain 
while gently pulling the thread chain to the back. 
Check the chain.

b	 Insert the fabric under the toe of the foot. (You do 
not need to raise the foot.) Start sewing slowly. The 
fabric will automatically be fed. Guide the fabric in the 
desired direction.

*	For heavyweight fabric, raise the presser foot and 
insert the fabric in front of the knife. Lower the foot 
and start to sew while guiding the fabric.

Finishing Sewing
z	After stitching is complete, continue to slowly produce 

approximately 5˝ (12 cm) of thread chain while gently 
pulling the thread chain to the back.

q

z

x
x	Cut the threads with the thread cutter as illustrated, 

leaving a thread chain approximately 2˝ (5 cm) long 
on the end of the fabric.
q	 Thread cutter
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Sewing Continuously
Insert the next piece of the fabric under the toe of the 
foot, and start sewing. You do not need to raise the 
presser foot for ordinary fabric.

*	For heavyweight fabric, raise the presser foot and insert 
the fabric in front of the knife. Lower the foot and start 
sewing while guiding the fabric.

q

Using Guide Lines
The guide lines on the top of the looper cover help you to 
measure the distance from the right needle drop position.

The numbers on the top of the looper cover indicate the 
distance from the right needle position in inches.
	q	 5/8˝ to the right of the right needle position

*	The cutting width between the right needle position and 
the upper knife when in the standard position (refer to 
page 12) is 3.5 mm.
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Securing Ends
To avoid raveling, you need to leave a thread chain 
approximately 2˝ (5 cm) long at the beginning and at the 
end of a seam. To secure the beginning and end of a 
seam, choose one of the following methods.

At the beginning of the seam
A.	 Separate and tie the thread ends together.

B.	 Thread the chain through a large eyed needle, and 
weave that chain through the overlock stitches on the 
fabric.

C.	 Cut the chain at the edge of the fabric, and apply a 
small amount of seam sealant (Fray Check™ or Fray-
No-More™) to the thread ends.

D. Securing the beginning with the machine
z	Before putting your fabric in the machine, sew a 

thread chain approximately 2˝ (5 cm) long behind 
the needle.

x	Put your fabric on the machine. Serge a few 
stitches and stop.

c	Raise the presser foot and bring the thread chain 
to the left around and under the presser foot.

v	Place the thread chain between the presser foot 
and upper knife, holding it in position as you lower 
the presser foot to sew.

b	After sewing approximately 1˝ (2.5 cm), move the 
chain to the right and under the upper knife, cutting 
the chain as you sew.

D

A

B

C

At the end of the seam
Securing the seam end with the machine
z	Serge one stitch off the end of the seam.
x	Raise the needle and presser foot, and gently pull the 

threads off the chaining finger. 
c	 Turn the fabric over so that the under side is up.
v	Serge approximately 1˝ (2.5 cm) over the stitching and 

angle off the fabric.

Cutting the Seams
Cut the upper looper thread with a seam ripper (not 
included with the machine) to cut the seams.

q	Upper looper thread
w	Seam ripper

q
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Thread Tension (4 threads)
Correct tension
The illustration to the left shows a seam sewn at the 
correct tension. Note that you may need to adjust the 
thread tension depending on the fabric and thread being 
used.

q	 Wrong side of fabric
w	 Right side of fabric
e	 Right needle thread
r	 Left needle thread
t	 Upper looper thread
y	 Lower looper thread

Left needle thread tension is too loose
The illustration to the left shows a seam sewn when the 
left needle thread tension is too loose.

Remedy:
Tighten the left needle thread tension.

!1	 Left needle tension dial

Right needle thread tension is too loose
The illustration to the left shows a seam sewn when the 
right needle thread tension is too loose.

Remedy:
Tighten the right needle thread tension.

!2	 Right needle tension dial

Thread tension adjustment
Set all four thread tension dials to “3”.
Sew and check the thread tension.
If the tension on the test piece is not satisfactory, you can 
adjust the thread tension with the thread tension dial.

u	 Thread tension dial
i	 Setting mark
o	 Loosen
!0	 Tighten
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Looper thread tension is out of balance (1) 
 The illustration shows sewing results when the lower 
looper thread tension is too tight and/or upper looper 
thread tension is too loose.

Remedy: 
Loosen lower looper thread tension and/or tighten upper 
looper thread tension. 

q	Wrong side of fabric
w	Right side of fabric
e	Right needle thread
r	Left needle thread
t	Upper looper thread
y	Lower looper thread
!3	Upper looper thread tension dial
!4	Lower looper thread tension dial

Looper thread tension is out of balance (2) 
 The illustration to the left shows a seam sewn when the 
upper looper thread tension is too tight and/or the lower 
looper thread tension is too loose.

Remedy: 
Loosen the upper looper thread tension and/or tighten 
the lower looper thread tension. 

!3	 Upper looper thread tension dial
!4	 Lower looper thread tension dial
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Thread Tension (3 threads)
Correct tension
The illustration to the left shows a seam sewn at the 
correct tension. Note that you may need to adjust the 
thread tension depending on the fabric and thread being 
used.

q	Wrong side of fabric
w	Right side of fabric
e	Right or left needle thread
r	Upper looper thread
t	Lower looper thread
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Thread tension adjustment
Set the three thread tension dials to “3”.
Sew and check the thread tension.
If the tension on the test piece is not satisfactory, you can 
adjust the thread tension with the thread tension dial.

y	Thread tension dial
u	Setting mark
i	Loosen
o	Tighten

Needle thread tension is too loose 
 The illustration to the left shows a seam sewn when the 
left needle thread tension is too loose.

Remedy: 
Tighten the needle thread tension.

!0	Left needle tension dial
!1	Right needle tension dial

Looper thread tension is out of balance (1) 
 The illustration to the left shows a seam sewn when the 
lower looper thread tension is too tight and/or the upper 
looper thread tension is too loose.

Remedy: 
Loosen the lower looper thread tension and/or tighten the 
upper looper thread tension.

!2	Upper looper thread tension dial
!3	Lower looper thread tension dial

Looper thread tension is out of balance (2) 
 The illustration to the left shows a seam sewn when the 
upper looper thread tension is too tight and/or the lower 
looper thread tension is too loose.

Remedy: 
Loosen the upper looper thread tension and/or the tighten 
lower looper thread tension. 

!2	Upper looper thread tension dial
!3	Lower looper thread tension dial
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Thread Tension (2 threads)
Correct tension
The illustration to the left shows a seam sewn at the 
correct tension. Note that you may need to adjust the 
thread tension depending on the fabric and thread being 
used.

q	 Wrong side of fabric
w	 Right side of fabric
e	 Right or left needle thread
r	 Lower looper thread

Thread tension adjustment
Set the lower looper pre-tension setting slider to TIGHT.
Set the two thread tension dials to “3”.
Sew and check the thread tensions.
If the tension on the test piece is not satisfactory, you can 
adjust the thread tension with the thread tension dial.

t	 Thread tension dial
y	 Setting mark
u	 Loosen
i	 Tighten

Needle/Lower looper thread tension is out of  
balance (1)
The illustration to the left shows a seam sewn when the 
lower looper thread tension is too tight and/or the needle 
thread tension is too loose.

Remedy: 
Loosen the lower looper thread tension and/or the tighten 
upper looper thread tension. 

o	 Left needle thread tension dial
!0	 Right needle thread tension dial
!1	 Lower looper thread tension dial
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Needle/Lower looper thread tension is out of 
balance (2)

The illustration to the left shows a seam sewn when the 
needle thread tension is too tight and/or the lower looper 
thread tension is too loose.

Remedy:
Loosen the needle thread tension and/or tighten the 
lower looper thread tension.

o	 Left needle thread tension dial
!0	 Right needle thread tension dial
!1	 Lower looper thread tension dial
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Correct tension for rolled hem
The illustration to the left shows a seam sewn at the 
correct tension. Note that you may need to adjust the 
thread tension depending on the fabric and thread being 
used.

Use synthetic thread for the needle thread and woolly 
nylon thread for the lower looper thread.
Set the lower looper pre-tension setting slider to STD.
Other settings are same as the 3-threads rolled hem (refer 
to page 42).

For best results, make a test run using the fabric 
and threads you want to use and adjust the tension 
accordingly.

q	 Wrong side of fabric
w	 Right side of fabric
e	 Needle thread
r	 Lower looper thread

q

w

e
r
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Rolled Hemming Picot Edging Narrow Hemming
Lower looper 
pre-tension setting 
slider

TIGHT

*	Set the lower looper 
	 pre-tension setting slider to 

TIGHT after threading.

TIGHT

*	Set the lower looper 
	 pre-tension setting slider to 

TIGHT after threading.

STD.

Standard setting of 
tension dials

Right 
needle

Upper 
looper

Lower 
looper

Right 
needle

Upper 
looper

Lower 
looper

Right 
needle

Upper 
looper

Lower 
looper

(Synthetic)
3-4

(Synthetic)
3

(Synthetic)
3

(Synthetic)
2-4

(Synthetic)
3

(Synthetic)
3

(Synthetic)
4

(Synthetic)
3

(Synthetic)
3

(Synthetic)
4

(Wooly
nylon)
1

(Synthetic)
3

- - -

(Synthetic)
4

(Wooly
nylon)
1

(Synthetic)
3

(Synthetic)
4

(Wooly
nylon)
1

(Wooly
nylon)
3

(Synthetic)
4

(Wooly
nylon)
1

(Wooly
nylon)
3

Stitch length dial R 3-4 R
Differential feed 
dial 1.0 1.0 1.0

Chaining finger 
switch knob R   R   R   

Upper knife Activated   
Needle Using the right needle: HA-1 SP No. 11

(Remove the left needle.)
Needle thread Synthetic: No. 80 - 100
Fabric Lightweight fabric such as organdy, crepe de chine, lawn and georgette

ROLLED HEMMING, PICOT EDGING AND NARROW HEMMING
Tension Dial and Machine Settings According to the Thread and Fabric

The setting of tension dials may vary depending on the 
type and thickness of fabric and thread being sewn.

*	Refer to page 10 for details on how to remove the needle. 
*	Refer to page 11 for details on how to adjust the stitch length.
*	Refer to page 11 for details on how to adjust the difference ratio.
*	Refer to page 13 for details on how to adjust the chaining finger switch knob.
*	Refer to page 12 for details on how to deactivate and activate the upper knife.

 CAUTION
Make sure to turn the power switch off before 
changing the needle or setting the chaining finger 
switch knob.
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For Better Results
Rolled hemming
Gently pull the end of thread chain to the back at the 
beginning and end of sewing.

Picot edging
Gently pull the fabric to the back while sewing.

NOTE:
	 The sewing procedure of narrow hemming is the same 

as that for standard overedging.



44

Thread Tension
Correct tension
The illustration to the left shows a seam sewn at the 
correct tension. Note that you may need to adjust the 
thread tension depending on the fabric and thread being 
used.

q	 Wrong side of fabric
w	 Right side of fabric
e	 Right needle thread
r	 Upper looper thread
t	 Lower looper thread

Thread tension adjustment
1.	 Set the tension dials as shown on page 42.
2.	 Sew and check the tension.
3.	 If the tension on the test piece is not satisfactory, you 

can adjust the thread tension with thread tension dial.

Rolled hemming

Picot edging

Narrow hemming
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For rolled hemming and picot edging
*	Thread tension adjustment for narrow hemming is the 

same as that for 3-thread overedging (refer to page 39).
q	 Wrong side of fabric
w	 Right side of fabric
e	 Right needle thread
r	 Upper looper thread
t	 Lower looper thread

The lower looper thread tension is too tight and/or 
the right thread tension is too loose

Remedy:
Tighten the right needle thread tension and/or loosen the 
lower looper thread tension.

y	Right needle thread tension dial
i	Lower looper thread tension dial
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The upper looper thread tension is too loose
Remedy: 
Tighten the right needle thread tension.

u	Upper looper thread tension dial

The lower looper thread tension is too loose and/or 
the upper looper thread tension is too tight
Remedy: 
Loosen upper looper thread tension and/or tighten lower 
looper thread tension.

u	Upper looper thread tension dial
i	Lower looper thread tension dial
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Machine Setting
Lower looper 
pre-tension 
setting slider

STD.  
 

Standard setting 
of tension dials

Left 
needle

Right 
needle

Upper 
looper

Lower 
looper

5 5 1-2 6
Stitch length dial 3-4
Differential feed 
dial 1.0

Chaining finger 
switch knob S   

Upper knife Activated   

Needle Use both the right and left needles: 
HA-1 SP No. 14

Needle thread Synthetic: No. 60 - 80

Upper looper 
thread

Decorative thread
*	Use the looper threading wire or a 

standard thread for threading.
Lower looper 
thread Synthetic: No. 60 - 100

Fabric Medium weight or heavy weight

ADVANCED TECHNIQUES
Decorative Overedging

q	 Left needle thread tension dial
w	 Right needle thread tension dial
e	 Upper looper thread tension dial
r	 Lower looper thread tension dial
t	 Chaining finger switch knob
y	 Upper knife release knob
u	 Stitch length dial
i	 Differential feed dial
o	 Lower looper pre-tension setting slider

*	Refer to page 10 for details on how to remove the 
needle.

*	Refer to page 11 for details on how to adjust the 
stitch length.

*	Refer to page 11 for details on how to adjust the 
difference ratio.

*	Refer to page 12 for details on how to deactivate/
activate the upper knife.

*	Refer to page 13 for details on how to adjust the 
chaining finger switch knob.

 CAUTION
Make sure to turn the power switch off before 
changing the needle, deactivating/activating the upper 
knife or setting the chaining finger switch knob.
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NOTE:
•	You may need to adjust the thread tension.
•	For best results, gently pull the thread chain to the 

back at the beginning and end of sewing.
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Gathering
Sew and check the thread tensions.
If the tension balance on the test piece is not satisfactory, 
you can adjust the thread tension with the thread tension 
dial.
*	Adjust the differential feed dial between 1.0 and 2.0 for 

gathering.

q	 Left needle thread tension dial
w	 Right needle thread tension dial
e	 Upper looper thread tension dial
r	 Lower looper thread tension dial
t	 Chaining finger switch knob
y	 Upper knife release knob
u	 Stitch length dial
i	 Differential feed dial
o	 Lower looper pre-tension setting slider

*	Refer to page 10 for details on how to remove the 
needle.

*	Refer to page 11 for details on how to adjust the 
stitch length.

*	Refer to page 11 for details on how to adjust the 
difference ratio.

*	Refer to page 12 for details on how to deactivate/
activate the upper knife.

*	Refer to page 13 for details on how to adjust the 
chaining finger switch knob.

 CAUTION
Make sure to turn the power switch off before 
changing the needle, deactivating/activating the upper 
knife or setting the chaining finger switch knob.
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Machine Setting
Lower looper 
pre-tension 
setting slider

STD.  
 

Standard setting 
of tension dials

Left 
needle

Right 
needle

Upper 
looper

Lower 
looper

3 3 3 3
Stitch length dial 3-4
Differential feed 
dial 2.0

Chaining finger 
switch knob S   

Upper knife Activated   

Needle Use both the right and left needles: 
HA-1 SP No. 14 or No. 11

Needle thread Synthetic: No. 60 - 80
Upper looper 
thread Synthetic: No. 60 - 100

Lower looper 
thread Synthetic: No. 60 - 100

Fabric Medium weight, light weight
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Pintucking

Sewing
z	Sew the folded edge while guiding it along the guide 

line.
	q	 Right side of fabric
	w	 Folded edge
	e	 Guide line on the needle plate

x	Open the fold flat and press the pintucks to one side.

*	After you finish sewing, return the upper knife to the 
original position (activated).

q	 Left needle thread tension dial
w	 Right needle thread tension dial
e	 Upper looper thread tension dial
r	 Lower looper thread tension dial
t	 Chaining finger switch knob
y	 Upper knife release knob
u	 Stitch length dial
i	 Differential feed dial
o	 Lower looper pre-tension setting slider

*	Refer to page 10 for details on how to remove the 
needle.

*	Refer to page 11 for details on how to adjust the 
stitch length.

*	Refer to page 11 for details on how to adjust the 
difference ratio.

*	Refer to page 12 for details on how to deactivate/
activate the upper knife.

*	Refer to page 13 for details on how to adjust the 
chaining finger switch knob.

 CAUTION
Make sure to turn the power switch off before 
changing the needle, deactivating/activating the upper 
knife or setting the chaining finger switch knob.

w

q

e
r

t

y

u

i

o

q

w

e

z

x

Machine Setting
Lower looper 
pre-tension 
setting slider

STD.  
 

Standard setting 
of tension dials

Left 
needle

Right 
needle

Upper 
looper

Lower 
looper

- 4 5-7 2-4
Stitch length dial R
Differential feed 
dial 1.0

Chaining finger 
switch knob R   

Upper knife Deactivated   

Needle Use the right needle:
HA-1 SP No. 14 or No. 11

Needle thread Synthetic: No. 80 - 100
Upper looper 
thread Synthetic: No. 80 - 100

Lower looper 
thread Synthetic: No. 80 - 100

Fabric Light weight, knit fabric

NOTE:
•	You may need to adjust the thread tension 

depending on the type of fabric and thread being 
used.

•	If the tension balance on the test piece is not 
satisfactory, you can adjust the thread tension with 
the thread tension dial.
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q	 Left needle thread tension dial
w	 Right needle thread tension dial
e	 Upper looper thread tension dial
r	 Lower looper thread tension dial
t	 Chaining finger switch knob
y	 Upper knife release knob
u	 Stitch length dial
i	 Differential feed dial
o	 Lower looper pre-tension setting slider

*	Refer to page 10 for details on how to remove the 
needle.

*	Refer to page 11 for details on how to adjust the 
stitch length.

*	Refer to page 11 for details on how to adjust the 
difference ratio.

*	Refer to page 12 for details on how to deactivate/
activate the upper knife.

*	Refer to page 13 for details on how to adjust the 
chaining finger switch knob.

*	Refer to page 18 for details on how to raise and 
lower the spreader.

Flatlock

 CAUTION
Make sure to turn the power switch off before 
changing the needle, deactivating/activating the upper 
knife or setting the chaining finger switch knob.
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Machine Setting
Lower looper 
pre-tension 
setting slider

STD.  
 

Standard setting 
of tension dials
(1 needle 3 
threads)

Left 
needle

Right 
needle

Upper 
looper

Lower 
looper

0-2 - 0 6-7

Standard setting 
of tension dials
(1 needle 2 
threads)

Left 
needle

Right 
needle

Upper 
looper

Lower 
looper

0-2 - - 7

Spreader
(1 needle 2 
threads)

Stitch length dial 3-4
Differential feed 
dial 1.0

Chaining finger 
switch knob S   

Upper knife Deactivated   

Needle Use the left needle:
HA-1 SP No. 14 or No. 11

Needle thread Synthetic: No. 60 - 100

Upper looper 
thread

Left 
needle

Right 
needle

Upper 
looper

Lower 
looper

Synthetic:
No.60-100

Decorative 
thread

Synthetic:
No.60-100

Lower looper 
thread

Left 
needle

Right 
needle

Upper 
looper

Lower 
looper

Synthetic:
No.60-100

Decorative 
thread

*	Use the looper threading wire or a standard thread for 
threading.

Fabric Medium weight

NOTE:
•	You may need to adjust the thread tension 

depending on the type of fabric and thread being 
used.

•	If the tension balance on the test piece is not 
satisfactory, you can adjust the thread tension with 
the thread tension dial.
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Sewing
z	 Fold the fabric wrong sides together.

	q	 Wrong side of fabric

x	Adjust the seam width as twice as the cutting width.

c	Sew a test piece and check the tensions.
	w	 Needle thread
	e	 Upper looper thread
	r	 Lower looper thread

t

q

w e

y

u

i

o

z x c

v b
v	Deactivate the upper knife and sew.

b	Open the fabric and iron the wrong side.
	t	 Right side of fabric
	y	 Seam width
	u	 Cutting width
	i	 Folded edge
	o	 Wrong side of fabric

*	Adjust the seam width according to the results.
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Sewing Corners
Outer corners
z	 Trim three corners (other than the starting point) 3 cm 

as illustrated.
	q	 Starting point
	w	 Cutting line
	e	 Trimmed corner
	r	 3 cm

Inner corners
z	Cut the inner corner as illustrated.

	q	 Inner corner

x	Sew and stop 3 cm before the inner corner.
	w	 Cutting line
	e	 3 cm
	r	 Cutting allowance

q

w

e

r

z

w

t

x c v

q

w

e

r
z x

w

c v

x	When you reach the next corner, stop the machine.
		  Raise the needle and the presser foot.
		  Remove the threads from the chaining finger and turn 

the fabric.
		  Align the cutting line with the upper knife.

	t	 Upper knife

c	 Lower the presser foot lifter.

v	Continue to sew from where the previous stitches on 
the corner ended.

c	 Turn the fabric so that the cutting lines are straight 
and insert the fabric under the foot.

v	Continue to sew.
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Open the looper cover.
With a forward brushing movement, use the lint brush to 
remove any lint.

q	 Lint brush

*	You may use a vacuum cleaner to clean the upper 
knife area or feed dog.

CARE OF YOUR MACHINE
Cleaning the Upper Knife Area

 CAUTION
Make sure to turn the power switch off before cleaning 
the machine.

 CAUTION
Make sure to turn the power switch off before cleaning 
the machine.

Cleaning the Feed Dog

z	Position the chaining finger lower than the surface of 
the needle plate by pulling the chaning finger switch 
knob toward you to “R” (refer to page 13).
	q	 Chaining finger
	w	 Chaining finger switch knob

x	Open the looper cover and the side cover.
c	Remove the needle and the presser foot (refer to 

pages 9 and 10).
v	Remove the setscrew with the large screw driver and 

remove the needle plate.
	e	 Setscrew
	r	 Needle plate
	t	 Large screwdriver

b	Use the lint brush to remove any lint from around the 
feed dog.
	y	 Feed dog
	u	 Lint brush

n	Attach the needle plate by inserting the rib under the 
edge of the rear cover and aligning the hole in the 
needle plate with the pin.

		  Tighten the setscrew with the screwdriver.
	e	 Setscrew
	r	 Needle plate
	t	 Large screwdriver
	i	 Needle plate hole
	o	 Rib
	!0	 Pin
	!1	 Edge of rear cover

m	Attach the needle and the presser foot.
,	Close the side cover and the looper cover.
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z
Cleaning the Looper Threader Pipe

 CAUTION
Make sure to turn the power switch off before cleaning 
the machine.

q

q

w
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c v b n

m

,

NOTE:
•	Clean the looper threader pipe once every 10 

hours of use or when the looper threader does not 
work well.

•	You can also use an compressed air duster or 
camera dust blower to clean the looper threader 
pipe.

Use the looper threading wire to clean the pipe of the 
looper threader device.
z	Open the looper cover and set the looper threader 

switch lever to the  “THREADING” position.
	q	Looper threader switch lever

x	Turn the handwheel toward you slowly until it clicks.
	w	Handwheel

c	Insert the straight end (not the looped end) of the 
looper threading wire into the hole of the looper 
threader until it comes out from the looper tip hole.
	e	Straight end of the looper threading wire
	r	Looper threader hole

v	Prepare a 60 cm length of size 60 thread and pass 
it halfway (30 cm) through the loop of the looper 
threading wire so that the both ends meet as 
illustrated.
	t	30 cm

b	Pull the looper threading wire out together with the 
thread.

n	Repeat steps c – b two or three times.

m	With the machine unthreaded, raise and lower the 
looper threader lever four or five times to clean out the 
remaining lint.
	y	Looper threader lever

,	Return the looper threader switch lever to the 
“SEWING” position and close the looper cover.
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Replacing the Upper Knife

To remove:
z	 Open the looper cover.
x	 Turn the handwheel toward you until the upper knife 

reaches its highest position.
c	 Remove the hexagonal bolt with the double-ended 

spanner (use the small end) and remove the upper 
knife.
	q	 Upper knife
	w	 Hexagonal bolt
	e	 Double-ended spanner (small end 5.5 mm)

To attach:
z	Attach the new upper knife to the upper knife 

supporter and partially tighten the hexagonal bolt.
	q	 Upper knife
	w	 Hexagonal bolt
	r	 Upper knife supporter

x	 Turn the handwheel toward you until the upper knife 
reaches its lowest position.

c	 Loosen the hexagonal bolt.
		  Adjust the position of the upper knife so that its blade 

overlaps 1.0 mm to 1.2 mm (3/64˝) with the edge 
of the lower knife as shown, and fully tighten the 
hexagonal bolt.
	t	 Lower knife
	y	 1.0 – 1.2 mm (3/64˝)

v	 Turn the handwheel toward you several times to check 
the blade position.

b	Close the looper cover.

 CAUTION
Make sure to turn the power switch off before 
replacing the upper knife.

q

w
e

z x c

q

w

t

r

y

z x c v b
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z	Apply a few drops of fine quality sewing machine oil to 
the parts indicated with arrows.
	q	 Drip a few drops of oil into the hole in the top 		
			   cover
	w	 Open the lopper cover and apply oil to the 		
			   moving parts of the upper looper and the lower 		
			   looper.
	e	 Open the side cover and apply oil to the moving 
			   parts of the upper knife.

x	 Turn the handwheel toward you several times.

c	Close the looper cover and the side cover.
		  With the machine unthreaded, place a scrap of fabric 

under the presser foot and run the machine for a few 
minutes.

v	Wipe away any oil which appears.

Threader hole

Hole of pipe

 CAUTION
Never inject oil into the holes for the looper threader, 
the upper looper tip, or the lower looper tip.

 CAUTION
Make sure to turn the power switch off before oiling 
the machine.q

w

e

NOTE:
It is recommended to apply oil once a week for normal 
use or once every 10 hours for continuous use.

Oiling the Machine
z x c v
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Troubleshooting

Condition Cause Reference
The machine 
does not operate.

1.	 The machine is not been plugged in properly.
2.	 The power switch is turned off.
3.	 The safety device is activated.

Refer to page 7.
Turn the power switch ON.
Refer to page 4.

The fabric is 
not being fed 
smoothly.

1.	 The presser foot is raised.
2.	 The foot pressure is too low.
3.	 The feed dog is packed with lint.

Lower the presser foot.
Refer to page 10
Refer to page 52.

The needle 
breaks.

1.	 The wrong needle is used or the needle is incorrectly inserted.
2.	 The needle is bent or worn.
3.	 The fabric is forcibly pulled.

Refer to page 10.
Refer to page 10.
Pull the fabric lightly.

The thread 
breaks.

1.	 The machine is not correctly threaded or the thread is tangled.
2.	 The thread tension is too tight.
3.	 The wrong needle is used or the needle is incorrectly inserted.
4.	 The needle is bent or blunt.
5.	 A poor quality thread is used.

Refer to pages 19-32.
Refer to pages 37-41 and 45.
Refer to page 10.
Refer to page 10.
Refer to page 15.

Skipped stitches 1.	 The wrong needle is used or the needle is incorrectly inserted.
2.	 The needle is bent or blunt.
3.	 The machine is not correctly threaded or the thread is tangled.

Refer to page 10.
Refer to page 10.
Refer to pages 19-32.

The seam is not 
sewn neatly.

1.	 The thread is not correctly inserted between the tension disks.

2.	 The thread tension is too strong or too loose.
3.	 The machine is not correctly threaded or the thread is tangled.
4.	 The chaining finger is not set correctly.
5.	 The needle and/or the thread are not suitable for the fabric being 

sewn.

Refer to pages 19, 22, 28 and 
31
Refer to pages 37-41 and 45.
Refer to pages 19-32.
Refer to page 13.
Refer to pages 33, 42, 46-49.

Seam puckering 1.	 The thread tension is too tight.
2.	 The machine is not correctly threaded or the thread is tangled.
3.	 The stitch length dial and/or the differential feed dial is not 

correctly adjusted.
4.	 The chaining finger is not set correctly.

Refer to pages 37-41 and 45.
Refer to pages 19-32.
Refer to pages 33, 42, 46-49.

Refer to page 13.
The fabric curls. 1.	 The upper looper thread tension or the lower looper thread 

tension is too tight.
2.	 The chaining finger is not set correctly.

Refer to pages 38-41 and 45.

Refer to page 13.
The fabric is not 
cut neatly.

1.	 The upper knife is deactivated.
2.	 The upper knife is dull.

Refer to page 12.
Refer to page 54.

The cutting width 
is too narrow or 
too wide for the 
seam width.

1.	 The cutting width is not adjusted correctly. Refer to page 12.

The looper 
threader does not 
work.

1.	 The looper threader switch lever is not set to the “THREADING” 
position.

2.	 The looper selection lever is not set correctly.
3.	 The thread is not inserted into the looper threader hole 2 cm or 

more.
4.	 The thread is not drawn long enough before it is inserted into the 

looper threader hole.
5.	 The thread is tangled in front of the looper threader hole.
6.	 The thread is wet.
7.	 The thread is frayed.
8.	 Lint is accumulated in the looper threader pipe.

Refer to pages 20, 23.

Refer to pages 20, 23.
Refer to pages 20, 23.

Refer to pages 20, 23.

Refer to pages 20, 23.
Trim the wet thread end.
Trim the thread end.
Refer to page 53.

The needle 
threader does not 
work.

1.	 The “   ” mark on the belt cover is not aligned with the “-” mark 
on the handwheel.

2.	 The needle threader switch lever is not set correctly.
3.	 The needle threader is not used correctly.

Refer to page 30.

Refer to page 30.
Refer to page 30.
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Optional Accessories
No. Part Name Description Part No.

1 Blind stitch foot Use to blind stitch 
a cuff or a skirt. 202040015

2 Cording foot (1)
Use to sew 
decorative 
cording.

202034016

3 Cording foot (2)
Use to sew 
decorative 
cording.

202035017

4 Beading 
attachment

Use for decorative 
cloth, wide cord 
decoration, 
cording, etc.

202041119

5 Gathering 
attachment

Use when sewing 
sleeves, cuffs, 
clooars, etc.

202036111

6 Elastic gathering 
attachment

Use for elastic 
taping, decorative 
taping, etc.

202037019

7 Cloth guide

Use to help 
you create a 
constant-width 
seam allowance 
and when doing 
flatlock and 
pintuck sewing.

202038010

8 Piping foot (1/8˝)
Piping foot (3/16˝)

Use to pipe the 
edge of a sewing 
article to decorate 
or strengthen.

202039011

9 Gathering foot
Use to sew 
sleeves, yokes, 
frills, etc.

200248008

q w

e r

t y

u i

o NOTE: 
Design and specifications are subject to change 
without prior notice.
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EC DECLARATION OF CONFORMITY

This machine complies with the following regulations:
EN 60335-1: 2012; A11
EN 60335-2-28: 2003; A1
EN 62233: 2008
EN 55014-1: 2006; A1; A2
EN 55014-2: 2015
EN 61000-3-2: 2014
EN 61000-3-3: 2013

Supplier: Elna International Corp. SA
Address: Rue Veyrot 14 CH - 1217 Meyrin Switzerland
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